PROPOSED GUARDRAIL (TYP.)
NOTE: GUARDRAIL HEIGHT BASED ON\
FINISHED GRADE

1

VARIES

A

BITUMINOUS BASE

¢ F.AP. RTE. 653
(ILL. 18)

VARIES 12" & VARIABLE 12" & VARIABLE VARIES@
8" TO 6.26’ 8’ TO 6.26"

17 (MIN.) BEHIND

A s

PROPOSED BITUMINOUS CONCRETE
SURFACE COURSE, SUPERPAVE, MIX “C”,
PROPOSED BITUMINOUS

N70 1.57
BASE COURSE
PROPOSED LEVELING BINDER (MM) SUPERPAVE 8/

SUPERPAVE, NTO

PROPOSED BITUMINOUS BASE
COURSE SUPERPAVE 8"

(LT. AND RT. WHERE THERE IS NO GUARDRAIL)

COURSE SUPERPAVE 8" (VARIABLE DEPTH - MIN. 0.75') PROPOSED BITUMINOUS

(PLACED IN STAGE I AND ID BASERGOURSE
PROPOSED TYPICAL SECTION §¥PE§ffv§22+5o -

PROPOSED SHOULDER TYPICAL SECTION STA. 422450 TO STA. 426458 (L. 18) RT. STA. 424465
BRIDGE OMISSION STA. 424+46 TO STA, 425+70
STAGE 1I (3 STAGE III WORK
(D) STAGE 1 SEE PLAN/PROFILE AND TO BE PLACED UNDER TRAFFIC
(SEE TRAFFIC CONTROL SHEETS) TRAFFIC CONTROL SHEETS UPON COMPLETION OF STAGE II WORK.

FOR DETAILS.

F.AP.|
RTE.

SECTION

TOTAL TSHEET
COUNTY  |SHEETS| No-

653

105BR~-2

PUTNAM [

STA.

TO STA.

FED. ROAD DIST. NO. |ILLINOIS| FED. AID PROJECT

CONTRACT NO. 66284

MIXTURE USE SUPERPAVE LEVEL SUPERPAVE SURFACE SUPERPAVE BASE CSE. | SUPERPAVE SHOULDERS
PG GRADE PG 64-22 PG 64-22 PG 58-22 PG 58-22
MAX 7% RAP ALLOWABLE+s 15% 10% 25% , 257
DESIGN AIR VOIDS 4.0% e NT0 4.0% @ NT0 2.07% e NSO 2.07% @ N30
MIXTURE COMPOSITION IL 9.5 IL 125 OR IL 9.5 BAM BAM
FRICTION AGGREGATE MIXTURE "C"
PLANT CONTROL LIMITS CLASS I CLASS I NON CLASS I NON CLASS I
DENSITY CONTROL METHOD NUCLEAR GAUGE OR CORES . .

* MATERIAL SHALL BE COMPACTED TO 93-97 PERCENT OF THE MAXIMUM

THEORETICAL DENSITY, EXCEPT THAT THE BOTTOM LIFT SHALL BE COMPACTED TO
A MINIMUM OF S91.0 PERCENT. THE MAXIMUM THEORETICAL DENSITY SHALL

BE DETERMINED FROM THE MOVING AVERAGE AS SPECIFIED IN THE QC/QA SPECIFICATION.

**IF RAP OPTION IS SELECTED, THE ASPHALT CEMENT GRADE MAY NEED TO BE
ADJUSTED. THIS WILL BE DETERMINED BY THE ENGINEER.

®

PROPOSED BITUMINOUS

¢ F.AP. RTE. 653

(ILL. 18)
L4 _|VARIES, 12° & VARIABLE 12 & VARIABLE |\ VARIES , &
& VAR. @ @
i 1
L5% & VAR,
__________ — 4%

SHOULDERS SUPERPAVE 8 . e e i e

OR 1" BITUMINOUS

SHOULDERS SUPERPAVE 8" X i (VS
AND 3 AGGREGATE «/ hf——g ] e T R e

SHOULDER, TYPE B ©”

@ PROPOSED BITUMINOUS BASE
COURSE SUPERPAVE 8"

®PROPOSED BITUMINOUS BASE
COURSE SUPERPAVE 8"

@PROPOSED BITUMINOUS CONCRETE
SURFACE COURSE, SUPERPAVE, MIX "C”,

N70 1.5” PROPOSED BITUMINOUS

SHOULDERS SUPERPAVE 8"

EXISTING CURB & GUTTER (3 PROPOSED LEVELING BINDER (MM) gﬁobﬁé;g“’gﬁgg;%w g

TO BE REMOVED (TYP.) SUPERPAVE, NT70 AND 3’ AGGREGATE
(VARIABLE DEPTH - MIN. 0.75") SHOULDER, TYPE B &

PROPOSED TYPICAL SECTION

@SEE PLAN/PROFILE SHEETS STA. 426+58 TO STA. 430+15 (IL. 18)
FOR DETAILS
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